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Summary 
 
 
 This report documents tests performed by Pacific Northwest National Laboratory to verify that the 
air monitoring system for the 296-Z-7 ventilation exhaust stack meets the applicable regulatory criteria 
regarding the placement of the air sampling probe, sample transport, and stack flow measurement accu-
racy.  These criteria ensure that the contaminants in the stack are well mixed with the airflow at the loca-
tion of the probe so that the collected sample represents the whole.  The sequence of tests addresses the 
 

• acceptability of the flow angle relative to the probe 
• uniformity of air velocity and gaseous and particle tracers in the cross section of the stack 
• delivery of the sample from the sampler nozzle to the collection filter. 

 
 The tests conducted on the air monitoring system demonstrated that the location for the air-sampling 
probe meets all performance criteria for air sampling systems at nuclear facilities.  The performance cri-
terion for particle transport was also met.  All tests were successful, and all acceptance criteria were met. 
 
 The 296-Z-7 stack vents the process area and gloveboxes constructed in the Plutonium Stabilization 
and Handling (W-460) Project.  The process area is housed in the 2736-ZB Building, adjacent to the 
Plutonium Finishing Plant in the 200 West Area of the Hanford Site. 
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1.0 Introduction 
 
 
 The Project W460 Plutonium Stabilization and Handling (296-Z-7) Stack is located adjacent to the 
2736-ZB Building in the 200 West Area at the U.S. Department of Energy’s (DOE) Hanford Site.  The 
W460 Project is modifying the 2736-ZB Building to package stabilized special nuclear material into the 
weld (nested pair) stainless steel containers specified by the latest DOE standard.  The equipment consists 
of areas to receive, sort, and repackage incoming materials contained in various existing container con-
figurations, supplemental stabilization capacity (furnaces) to drive off unwanted moisture, quality control 
stations and placing repackaged, stabilized and quality checked material into a welded stainless steel inner 
container.  All the forgoing equipment modules are contained within gloveboxes and reside inside room 
642 of building 2736-ZB.  
 
 Emissions resulting from stabilization and packaging activities/work preformed within the glove-
boxes and room 642 will be exhausted through the new stack (296-Z-7) after passing through two stages 
of high-efficiency particulate air (HEPA) filtration with a minimum efficiency of 99.95 percent for parti-
cles with a medium diameter of 0.3 micron.  The stack/emission sampling will consist of a continuous 
record air sampler for particulate radionuclides, a flow monitor, and a continuous alpha monitor device 
with alarm functions. 
 
 This report documents tests that were conducted to verify that the air monitoring system at the 
296-Z-7 ventilation exhaust stack meets the applicable regulatory criteria regarding the placement of the 
air-sampling probe, the transport of the sample to the collection device, and the accuracy of the stack flow 
measurement system.  The performance criteria, test methods, results, and conclusions are discussed.  The 
detailed test procedures and data sheets are included in the appendices.  These tests were conducted by 
Pacific Northwest National Laboratory1 staff. 
 
 Process offgas emission monitoring for radionuclides in DOE facilities is required under federal and 
state law.  A notice of construction (NOC [DOE 2000]) was submitted to the Washington State Depart-
ment of Health describing the process, the offgas treatment system, and the offgas radionuclide monitor-
ing system.  The NOC also describes the standards to which the offgas treatment and monitoring must 
adhere.  The tests documented in this report are required to demonstrate the efficacy of the air monitoring 
system and demonstrate compliance with the standards given in the NOC. 
 
1.1 Background 
 
 On December 15, 1989, 40 CFR 61, Subpart H, “National Emission Standards for Emissions of 
Radionuclides Other than Radon from Department of Energy Facilities,” came into effect.  This regu-
lation governs portions of the design and implementation of facility effluent air sampling.  Further, 
40 CFR 61, Subpart H requires the use of isokinetic sampling nozzles as described in American National 
Standards Institute (ANSI) N13.1-1969 (ANSI 1982).  This standard has been replaced by ANSI/HPS 

                                                 
1 Pacific Northwest National Laboratory is operated by Battelle for the U.S. Department of Energy. 
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N13.1-1999 (ANSI 1999), “Sampling and Monitoring Releases of Airborne Radioactive Substances from 
the Stacks and Ducts of Nuclear Facilities,” though this version has yet to be formally incorporated into 
the U.S. Environmental Protection Agency (EPA) regulation (40 CFR 61, Subpart H).  In the interim, 
EPA has accepted the key features of the updated standard as an accepted alternative to the older version 
(Nichols 2). 
 
1.2 Performance Criteria 
 
 The ANSI/HPS N13.1-1999 performance criteria for sampling nozzle placement and particle trans-
port are described as follows: 
 
 1. Angular Flow – Sampling nozzles are usually aligned with the axis of the stack.  If the air travels up 

the stack in cyclonic fashion, the air velocity vector approaching the nozzle could be misaligned with 
the sampling nozzles enough to impair the extraction of particles.  Consequently, the flow angle is 
measured in the stack at the elevation of the sampling nozzle.  The average air-velocity angle must 
not deviate from the axis of the stack and sampling nozzle by more than 20°. 

 
 2. Uniform Air Velocity – It is important that the gas momentum across the stack cross section where 

the sample is extracted be well mixed or uniform.  Consequently, the velocity is measured at several 
points in the stack at the elevation of the sampling nozzle.  The uniformity is expressed as the varia -
bility of the measurements about the mean.  This is expressed using the relative coefficient of vari-
ance (COV), which is the standard deviation divided by the mean and expressed as a percentage.  The 
lower the COV value, the more uniform the velocity.  The acceptance criterion is that the COV of the 
air velocity must be ≤20% across the center two-thirds of the area of the stack. 

 
 3. Uniform Concentration of Tracer Gases – A uniform contaminant concentration in the sampling 

plane enables the extraction of samples that represent the true concentration.  This is first tested using 
a tracer gas.  The fan is a good mixer, so injecting the tracer downstream of the fan provides worst-
case results3.  The acceptance criteria are that 1) the COV of the measured tracer gas concentration is 
≤20% across the center two-thirds of the sampling plane and 2) at no point in the sampling plane does 
the concentration vary from the mean by >30%. 

 
 4. Uniform Concentration of Tracer Particles – Uniformity in contaminant concentration at the sampling 

elevation is further demonstrated using tracer particles large enough to exhibit inertial effects.  Parti-
cles of 10- ìm aerodynamic diameter (AD) are used by default unless it is known that larger particles 
are present in the airstream.  The acceptance criterion is that the COV of particle concentration is 
≤20% across the center two-thirds of the sampling plane. 

 

                                                 
2 Letter from M. D. Nichols (EPA, Assistant Administrator for Air Radiation) to R. F. Pelletier (DOE).  
1994, Washington, D.C. 
3 Worst-case results are those that might be observed if the fan itself became contaminated and later 
released contaminants. 
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 5. Sample Extraction and Transport System Performance – The criteria are that 1) nozzle transmission 
ratio for a 10- ìm AD particle is 0.8 to 1.3, 2) nozzle aspiration ratio for a 10- ìm AD particle is 0.8 to 
1.5, and 3) the test particle penetration through transport system is ≥50% for 10- ìm AD particles. 

 

1.3 Ventilation Exhaust Stack Description 
 
 The 296-Z-7 stack emissions are from the process glovebox offgas and the general ventilation air 
from room 642 of the 2736-ZB Building.  The total exhaust air flow should normally be about 1550-
1800 cfm.  All exhaust air is filtered through two-stage, high-efficiency particulate air (HEPA) filters 
prior to discharge.  The ventilation flow is powered by one of two fans located next to the 296-Z-7 stack.   
 
 The stack has an internal diameter of 15.25 inches and is about 50 feet tall.  Figure 1.1 diagrams the 
stack, the duct leading to the stack, the location of the air monitoring probe, and the location of the test 
ports.  The approximate number of stack diameters from the top of the stack breach to the sampling 
nozzle and the test ports is 12.4. 
 
 Figure 1.2 shows the interior of the air monitoring probe cabinet.  Shown are the sample lines, record 
sample filter holder, the alpha continuous air monitor. 
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Figure 1.1.  296-Z-7 Ventilation Exhaust Stack 
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Figure 1.2.  Interior of the Air Monitoring Cabinet 
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2.0 Qualification Tests 
 
 
 The qualification test methods and results are described in this chapter.  Tests were conducted to 
determine compliance with performance criteria covering angular flow, air-velocity uniformity, gaseous-
tracer uniformity, and particle -tracer uniformity.  Particle penetration through the sampler piping was 
estimated using a model.  A test of stack flow element accuracy will be conducted at a later time. 
 
 Measurements were made at the test ports shown in Figure 1.1 and at flowrates representing the 
expected emergency and normal stack flowrates of about 300 and 1550-1800 acfm.  A temporary scaffold 
(Figure 2.1) was constructed to facilitate access to the test ports.  All tests were performed with the South 
fan operating.  Because of symmetry, the qualification results would be the same if the North fan were 
used instead.  
 

 

 
 

Figure 2.1.  Temporary Scaffold 
 

2.1 Uniformity of Air Velocity 
 
 The uniformity of air velocity in the stack cross section where the air sample is being extracted 
ensures that the air momentum in the stack is well mixed.  The method used to demonstrate air velocity 
uniformity and the results obtained are detailed in the following sections. 
 
2.1.1 Method 
 
 The method to determine velocity uniformity is an adaptation of 40 CFR 60, Appendix A, Methods 1 
and 2.  The equipment included a standard Prandtl-type pitot tube and a calibrated electronic manometer 
as shown in Figure 2.2.  The procedure is detailed in Appendix B.  The grid of measurement points was  
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Figure 2.2.  Equipment to Determine Velocity – Standard Pitot Tube, Level, and Electronic  Manometer 

 
laid out in accordance with the EPA procedure for eight points on each of two linear traverses, arranged 
perpendicular to each other.  The center point was added for additional information over what is other-
wise a long distance between points 4 and 5.  Thus, there were 9 points along the north-east/south-west 
direction and also along the south-east/north-west direction.   
 
 To facilitate the performance of this and subsequent tests, it was first necessary to correlate fan speed 
control (a variable frequency drive) settings and the desired stack flowrates.  Following the procedure in 
Appendix A, the first velocity uniformity measurement (Run VT-1) was made at the maximum setpoint to 
identify a single measurement point that best represented the average velocity.  The air velocity was then 
measured at that point as a function of fan control setting.  The results are plotted in Appendix A.  Set-
points for the desired flowrates were estimated from the plot and used in the test runs (Runs VT-2 to 
VT-4) to measure velocity uniformity.  Run VT-1 also provides a data point for velocity uniformity. 
 
2.1.2 Results 
 
 The measured COV across the center two-thirds of the area of the stack are listed in Table 2.1 and 
meets the criterion that the air velocity COV be ≤20%.  Figure 2.3 shows a bar graph of the mean velocity 
measured at each point for 278 acfm, which had the worst case uniformity (COV) result. 
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Table 2.1  Velocity Uniformity Results 
 

278 acfm 9% COV 

537 acfm 8% COV 

1733 acfm 5% COV 

2230 acfm 6% COV 

COV = coefficient of variance. 

 

0

50

100

150

200

250

300

V
e
l
o
c
i
t
y

 
  

Figure 2.3.  Velocity Uniformity at 278 acfm (COV 9%) 
 
2.2 Angular Flow 
 
 The air-velocity vector approaching the sample nozzle should be aligned with the axis of the nozzle 
within an acceptable angle so sample extraction performance is not degraded.  Cyclonic flow must be 
absent so the contaminant concentration is nearly uniform across the stack.   
 
2.2.1 Method 
 
 The test method used was based on 40 CFR 60, Appendix A, Method 1, Section 2.4, “Verification of 
the Absence of Cyclonic Flow.”  This test was conducted at the normal flowrate in the stack.  Measure-
ments were made using a type-S pitot tube, a slant tube or electronic manometer, and a protractor level 
attached to the pitot tube as shown in Figure 2.4.  The flow angle was measured at the elevation of the 
sampling nozzle and at the same points as those used for the velocity uniformity test.  The pitot tube was 
rotated until a null differential pressure reading was obtained, and the angle of rotation was then recorded.  
Appendix C provides the detailed procedure. 
  

North 
East 

South East
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Figure 2.4.  Equipment to Measure Flow Angle  
 
2.2.2 Results 
 
 The resulting average flow angle was 8.8º at 278 acfm and 12.6º at 1733 acfm, meeting the <20° 
flow-angle acceptance criterion.  The maximum values measured at any point were 31º near the south-
east side of the stack at the higher flow, and 17º near the south-west side of the stack at the lower flow.  
Appendix A includes the data sheets, and plots of the results. 
 
2.3 Uniformity of Tracer Gases 
 
 A uniform contaminant concentration at the sampling plane enables the extraction of samples that 
represent the true concentration.  This was first tested using a tracer gas as described in Section 2.3.1.   
 
2.3.1 Method 
 
 The concentration uniformity is first demonstrated with a tracer gas injected into the exhaust duct, 
downstream of the fan, between the dampers and the stack as shown if Figure 2.5.  The concentration of 
the tracer gas is then measured near the sampling probe using the same grid of points as used in the other 
tests.  From the measurements, the COV and maximum deviation from the mean are calculated as meas-
ures of uniformity. 
 



 11

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Figure 2.5.  Tracer Gas Injection Location 
 

 In five successive tests at 1733 acfm, the sulfur hexafluoride4 tracer was injected along the centerline 
of the duct and within 2.4 inches (approximately 25% of a hydraulic diameter) of each corner of the duct.  
The test with the top-east corner injection position was repeated because that appeared to have the worst 
case result.  Finally, another test using this injection point was conducted at the lower, 278 acfm, flowrate 
to determine if there was a significant flowrate effect. 
 
 The gas samples are withdrawn from the stack through a simple probe and a gas analyzer shown in 
Figure 2.6.  A Bruel and Kjaer (Naerum, Denmark) Model 1302 gas analyzer, calibrated for the tracer 
gas, is used for the measurements.  The procedure is detailed in Appendix D. 
 
2.3.2 Results 
 
 Table 2.2 summarizes the results of the individual test runs.  The detailed data sheets are included in 
Appendix D.  The acceptance criteria are that 1) the COV of the tracer gas concentration be ≤20% across 
the center two-thirds of the sampling plane and 2) at none of the measurement points does the average 
concentration differ from the mean concentration by >30%.  The COV results ranged from 0.4% to 2.8% 
for the center two-thirds of the stack, and the largest deviation of any single -point concentration from the 
mean concentration in any one run ranged from 0.9 to 3.5%.  The acceptance criteria were met in all cases 
and the tracer was well mixed with the airflow.  The test at 278 acfm shows that there is no flowrate effect 
at the low-flow condition.  Figure 2.7 is a plot of the worst case results. 

                                                 
4 A tracer used for many purposes including building ventilation studies, tracing piping, and wind flow 
field measurements. 
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Figure 2.6.  Tracer Gas Probe and Analyzer 
 

2.4 Uniformity of Tracer Particles 
 
 The second demonstration of uniform contaminant concentration is made using tracer particles. 
 
2.4.1 Method 
 
 The test method for uniformity of tracer particles is similar to the test for uniformity of tracer gases, 
with the tracer gas replaced by tracer particles.  However, only the centerline injection position is required.  
The concentration of the tracer particles, in the size range of interest, was measured at the same test points 
used in the other tests.  The particles were made by spraying vacuum-pump oil through a nozzle mounted 
inside a chamber.  Particles were then injected into the duct in a stream of compressed air as shown in 
Figure 2.8. 
 
 A simple probe was used to extract the sample from the stack and transport it to the optical particle 
counter5 arranged as shown in Figure 2.9.  The OPC sorts the number of particles into six size channels.  
Each concentration reading was the count of particles collected in one minute in the 9 to 11 ìm channel.  
Three readings were taken at each point and averaged.  The COV of the average concentration readings at 
each point is calculated and the result compared to the acceptance criterion for uniformity.  The particle 
mixing is acceptable if the COV of the tracer particles of 10- ìm AD is less than 20% across the center 
two-thirds of the sampling plane.  The detailed procedure is included in Appendix E. 
 

                                                 
5 Optical Particle  Counter (OPC), Met-One Model A2408, Grants Pass, Oregon. 

Probe 

Analyzer 
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Table 2.2.  Tracer Gas Mixing Results 
 

Runs/Configuration Results Criteria Meets  

2 with injection in 
top-east corner of 
duct, at 1733 acfm 

2.8% and 0.4% COV 
3.5% and 0.9% 
deviation from mean 

Yes 

1 with injection in 
top-west corner of 
duct, at 1733 acfm 

1.0% COV,  
2.1% deviation from 
mean 

Yes 

1 with injection in 
bottom-east corner 
of duct, at 1733 
acfm 

0.4% COV, 
0.9% deviation from 
mean 

Yes 

1 with injection in 
bottom-west corner 
of duct, at 1733 
acfm 

0.7% COV, 
1.4% deviation from 
mean 

Yes 

1 with injection in 
center of duct, at 
1733 acfm 

1.3% COV, 
2.0% deviation from 
mean 

Yes 

1 with injection in 
top-east corner of 
duct, at 278 acfm 

1.2% COV,  
2.5% deviation from 
mean 

COV ≤20% in center 2/3 
of stack 
 
≤30% maximum 
deviation from mean 

Yes 

COV = coefficient of variance. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Figure 2.7.  Worst Case Measurements of Gas Tracer Concentration (top-east injection, 
 1733 acfm, COV 2.8%) 
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Figure 2.8  Particle Generator and Injection Point 

 
2.4.2 Results 
 
 The uniformity of particle concentration was measured twice at 1733 acfm and once at 278 acfm.  
The results are summarized in Table 2.3 and the data sheets are included in Appendix E.  The COV 
results labeled “raw” are without any normalization with time.  The results after normalization also are 
shown.  The normalization method adjusts all of the concentration readings by the same amount so that 
the centerpoint readings taken from the two traverse directions were equalized.  The effect of normali-
zation would be more pronounced in cases where there was a shift in concentration with time.  The 
improvement in uniformity observed in the raw data was caused by the particle generator output becom-
ing more uniform over time.  In all cases, the performance criterion was met.  Figure 2.10 is a bar chart 
showing the normalized concentration data for the first test at 1733 acfm. 
 
 A comparison of Figures 2.3, 2.7, and 2.10 shows that the tracer gas is more uniform than the tracer 
particles and velocity.  The higher COV for particles indicates that the particles mix slower, probably  

Injection Point 

Aerosol Generator 

Stack 
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Figure 2.9.  Optical Particle Counter and Probe Arrangement 

 
 
 

Table 2.3  Particle Tracer Uniformity Results for the Center Two-Thirds of the Stack 
 

Test Runs/Configuration Results Criteria Meets  

2 with center injec-
tion at 1733 acfm 

Raw: 10.8% and 
4.8% COV 

Normalized: 5.8% 
and 5.8% COV 

Yes Particle tracer 
uniformity, at test 
ports just below 
nozzles, with 
tracer injection in 
duct downstream 
of dampers on 
south side of stack.  
Time normalized 
results. 

1 with center injec-
tion at 278 acfm 

Raw: 4.1% COV 

 

Normalized: 3.0% 
COV 

COV ≤20% in center 2/3 
of stack 

Yes 

 
 

Particle Counter 

Probe
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Figure 2.10.  Plot of Tracer Particle Measurements from Run PT-1 (COV 5.8%) 

 
because of their inertial and drag properties.  The gas mixes very well with the air, so the concentration is 
quite uniform, even though the velocity is less uniform.  This underscores the need for the separate tests, 
because the results of one test do not necessarily predict those of the others. 
 
2.5 Sample Extraction and Transport System Performance 
 
 The acceptance criteria are:  1) nozzle transmission ratio for a 10 ìm AD particle is 0.8 to 1.3, 
2) nozzle aspiration ratio for a 10 ìm AD particle is 0.8 to 1.5, and 3) the test particle penetration through 
transport system is ≥50% for 10 ìm AD particles.  The nozzle characteristics are inherent in the design 
and were verified in wind-tunnel tests (McFarland et al. 1989; Glissmeyer and Ligotke 1995) and in the 
manufacturer’s submittals.  The overall particle transport is required to be verified experimentally or with 
the DEPOSITION 4.0 code (Riehl et al. 1996).  The nozzle design factors are addressed in DEPOSITION 
4.0; however, the results are combined into the overall transmission result for the nozzle and not stated 
separately. 
 
 Particle penetration through the sampling lines was assessed using the DEPOSITION 4.0 code.  The 
code was verified against a benchmark test case.  The sample transport elements modeled in the code 
include sampling nozzles, straight tubes at any angle to the horizontal plane, bends, and expansions and 
contractions in tube size.  The code does not model splitters. 
 
 Figure 2.11 is a diagram of the segments of the sampler tubing.  The characteristics and penetration 
results for the sampling system elements are listed in Table 2.4.  The estimated overall particle penetra-
tion from the free stream to the splitter was 86%, which exceeds the acceptance criterion.  
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Figure 2.11.  Diagram Labeling the Elements 1-6  
 (see Table 2.4) of the Sampling  
 System Tubing 
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Table 2.4.  DEPOSITION 4.0 Calculation Results 
 

DEPOSITION 4.0. Mon Sep 17 14:36:00 2001 

Exit 
Stokes # 

Exit 
Reynolds # 

Total 
Penetration 

0.0086 2159 85.7%  

 

Element # Element Penetration Stokes # Reynolds # Notes 

1. Probe 94.5% 0.0086 2159 Probe diameter:  18.3 mm, Shroud 
diameter:  53.8 mm, Velocity reduction 
ratio 3.31 

2. Tube 100.0% 0.0086 2159 Length:  0.051 m, At 90.000° from 
horizontal 

3. Bend 96.2% 0.0086 2159 Bend angle:  90.000° 

4. Tube 98.1% 0.0086 2159 Length:  0.178 m, At 0.000° from 
horizontal 

5. Bend 96.2% 0.0086 2159 Bend angle:  90.000° 

6. Tube 99.9% 0.0086 2159 Length:  6.02 m, At 90.000° from 
horizontal 

Ambient temperature (deg.C):  25.0 

Ambient pressure (mm Hg):  745.0 

Flow rate (L/min):  56.6 

Free stream velocity (m/s):  7.0 

Particle diameter (µm):  10.0 

Note:  Calculations were made with the best possible extrapolations of the model(s). 
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3.0 Conclusions 
 
 
 The tests conducted on the W460 Plutonium Stabilization and Handling (296-Z-7 stack) air moni-
toring system demonstrated that the location for the air-sampling probe meets all performance criteria for 
air sampling systems at nuclear facilities.  The performance criterion for particle transport also was met.  
Table 3.1 summarizes the conclusions for these tests. 
 
 With regard to the last row in the table, the compliance of the sampling nozzle with certain detailed 
acceptance criteria were not separately tested in connection with this installation.  These two acceptance 
criteria for nozzles are that the transmission be in the 0.8 to 1.3 range and that the aspiration ratio be in 
the 0.8 to 1.5 range for 10-ìm-AD particles.  The nozzle characteristics are inherent in the design and 
were verified previously in wind tunnel tests (McFarland et al. 1989; Glissmeyer and Ligotke 1995) and 
in the manufacturer’s submittals.  These factors are addressed in the modeling done with DEPOSITION 
4.0; however, the results are combined into the overall transmission result for the nozzle and not stated 
separately.  This study concludes that these criteria are met. 
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Table 3.1.  Conclusions on Air Sampling System Tests 
 

Test Runs/Configuration Results Criteria Meets  

1 at 278 acfm 8.8° Yes Flow angle, at test 
ports just below 
nozzles 

1 at 1733 acfm 12.6° 

<20° 

Yes 

278 acfm 9% COV Yes 

537 acfm 8% COV Yes 

1733 acfm 5% COV Yes 

Velocity uni-
formity at test 
ports just below 
nozzles 

2230 acfm 6% COV 

COV ≤20% 

Yes 

2 with injection in 
top-east corner of 
duct, at 1733 acfm 

2.8% and 0.4% COV 
3.5% and 0.9% 
deviation from mean 

Yes 

1 with injection in 
top-west corner of 
duct, at 1733 acfm 

1.0% COV,  
2.1% deviation from 
mean 

Yes 

1 with injection in 
bottom-east corner 
of duct, at 1733 
acfm 

0.4% COV, 
0.9% deviation from 
mean 

Yes 

1 with injection in 
bottom-west corner 
of duct, at 1733 
acfm 

0.7% COV, 
1.4% deviation from 
mean 

Yes 

1 with injection in 
center of duct, at 
1733 acfm 

1.3% COV, 
2.0% deviation from 
mean 

Yes 

Gas tracer uni-
formity, at test 
ports just below 
nozzles, with 
tracer injection in 
duct downstream 
of dampers on 
south side of stack.  
One test at reduced 
flow. 

1 with injection in 
top-east corner of 
duct, at 278 acfm 

1.2% COV,  
2.5% deviation from 
mean 

COV ≤20% in center 2/3 
of stack 
 
≤30% maximum 
deviation from mean 

Yes 

2 with center 
injection at 1733 
acfm 

5.8% and 5.8% COV Yes Particle tracer 
uniformity, at test 
ports just below 
nozzles, with 
tracer injection in 
duct downstream 
of dampers on 
south side of stack.  
Time normalized 
results. 

1 with center 
injection at 278 
acfm 

3.0% COV 

COV ≤20% in center 2/3 
of stack 

Yes 

Particle pene-
tration from free 
stream to filter 

DEPOSITION 4.0 
run 

86% for 10 ìm AD 
particles 

≥50% for 10 ìm AD 
particles 

Yes 
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Uniformity of Air Velocity 
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Appendix C 
 
 
 

Angular Flow 
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Appendix D 
 
 
 

Uniformity of Tracer Gases 
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Uniformity of Tracer Particles 
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Appendix F 
 
 
 

Calculation of Particle Penetration 
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